55-1905. Records of survey -- Filing. The records of survey to be filed under authority of this chapter shall be processed as follows: 
(1) The record of survey shall be a map, prepared in black opaque image upon stable base drafting film with a minimum base thickness of .003 inches by either a photographic process using a silver image emulsion or by use of black opaque drafting film ink, by mechanical or handwritten means. The drafting film and image thereon shall be waterproof, tear resistant, flexible and capable of withstanding repeated handling, as well as providing archival permanence. If ink is used on drafting film, the ink surface shall be coated with a suitable substance to assure permanent legibility. The drafting film must be of a type which can be reproduced by either a photographic or diazo process. upon stable base drafting film with a minimum base thickness of 0.003 inches. The image thereon shall be by a photographic process using a silver image emulsion, or a process by which a copy is produced using a copy machine or by digital scanning and reproduction using black opaque drafting film ink. If a copy machine or ink is used, the surface shall be coated with a suitable substance to assure permanent legibility. The copy and image thereon shall be waterproof, tear-resistant, flexible, and capable of withstanding repeated handling, as well as providing archival permanence. The map shall be eighteen (18) inches by twenty-seven (27) inches in size, with a three and one-half (3 1/2) inch margin at the left end for binding, and a one-half (1/2) inch margin on all other edges. No part of the drawing or certificates shall encroach upon the margins. Signatures shall be in reproducible black ink. The sheet or sheets which contain the drawing or diagram representing the survey shall be drawn at a scale suitable to insure the clarity of all lines, bearings and dimensions. In the event that any survey is of such magnitude that the drawing or diagram cannot be placed on a single sheet, serially numbered sheets shall be prepared and match lines shall be indicated on the drawing or diagram with appropriate references to other sheets. 
(2) The original transparency and one (1) legible print of each record of survey shall be furnished to the county recorder in the county or counties in which the survey is to be recorded. [55-1905, added 1978, ch. 107, sec. 1, p. 222; am. 1997, ch. 190, sec. 18, p. 530.]

55-1906. Records of survey -- Contents. The records of survey shall show: 
[bookmark: _GoBack](1) All monuments found or set or reset or replaced, or removed, describing their kind, size, location using bearings and distances, and giving other data relating thereto; 
(2) Evidence of compliance with chapter 16, title 55, Idaho Code, including instrument numbers of any corner records which have been recorded previously and corner records of any corners which are set in conjunction with the survey being submitted; basis of bearings, bearing and length of lines, graphic scale of map, and north arrow; 
(3) Section, or part of section, township and range in which the survey is located and reference to surveys of record within or crossing or adjoining the survey; 
(4) Certificate of survey; (5) Ties to at least two (2) public land survey corner monuments of record in one (1) or more of the sections containing the record of survey, or in lieu of public land survey corners, to two (2) corners of records recognized by the county surveyor. Records of survey which are within previously platted subdivisions of record need not be tied to public land survey corner monuments. [55-1906, added 1978, ch. 107, sec. 1, p. 223; am. 1997, ch. 190, sec. 19, p. 530; am. 2004, ch. 83, sec. 2, p. 312.]

